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REPARATUREN SERVO- UND PROPORTIONAL-VENTILE - 2 PRUFSTANDE.
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REPARATUR-SERVO- UND PROPORTIONAL-VENTILE - DETAIL-TESTBANK
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TEST ERGEBNISSEN BEISPIEL

FLOW DIAGRAM
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Valve madel: AWRTE 16 Wo 2005 SSBE2KIIAIM
Senial number: FIy: 48421

Prncipe: o stage fipe

Spool posstion transducer. 10V

Coanection: pesitrve. undividual

Nominal control signal: 4.5 . 4.5V

TEST CONDITIONS

System pressure: 70bar (no lowd conditions)
Test amplirode: 4.5
Ol vemgerature: 12°C

(100% of nowminal control sigaal)

TEST RESULTS

DSS cormection (negative): made as 0.41H:
Flow at 4 5V: .42 SLAnin

Flow at +4.5V: + 74 dL/min

Date: 1-10:2009 11:14
Operator: 4575
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Valve model: AWRIE 16 W6-2005-45/6E24K3 1AM
Seriul number; F1: 48427

Principe: two sfage ype

Spool position transducer: 2/0V

Connection: pasiiive, individual

Nominal control signal: -1 . GV

TEST CONDITIONS

System pressure: 70bar {contral port blocked)

Test amplitude: 10V (100% of nominal control signal)
Oil temperature: 32°C

TEST RESULTS
Spual position 2t -10.0V
Spool position at +10.0V:

-0V
1oy

Date: }-10-2009 11:26.
Operator: 94573

Leakage Test

Differential pressure (bar)

Variation of leaks

LEAKAGE DIAGRAM
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Valve model: 4WRTE 16 W6-2005-45/6E24K3 1A TM
Seriul number; F1: 48427

Principe: fwo sfage type

Spoal position transducer: #/0V

Connection: posiiive, individual

Nominal control signal: <10 .. {06V

TEST CONDITIONS

System pressure: 70kar (control port blacked)

Test amplitude: 10V ( 100% of nominal control signal)
Oil temperature: 32°€

TEST RE
Masximal leakage: +0./ Lfnin
Hysteresis of leakage: 29.2% of rated signal

Date: }-10-2009 11:26.
Operator: 94573
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Valve model: 4WRTE 16 W6-2005-45/6E24K3 1A TM
Seriul number; F1: 48427

Principe: two sfage ype

Spool position transducer: 2/0V

Connection: pasiiive, individual

Nominal control signal: -1 . GV

TEST CONDITIONS

System pressure: 70bar {contral port blocked)

Test amplitude: 10V (100% of nominal control signal)
Oil temperature: 32°C

TEST RESULTS
Hysteresis of pressure: £2.9% of ruted vignal

Date: }-10-2009 11:26.
Operator: 94573
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REPARATUR SERVO- UND PROPORTIONAL-VENTILE - VERSCHIEDENE MARKEN :

*Abex
*Atchley
*Bosch
*Dynamic
*Moog
*Oilgear
*Parker
*Rexroth
*Vickers
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REPARATUREN SERVO- UND PROPORTIONALE VENTILE - BEISPIELE
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REPARATUREN SERVO-VENTILE UND PROPORTIONALE VENTILE - BEISPIELE
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REPARATUREN SERVO-VENTILE

VERFAHREN

e Sichtprufung und Bewertung auf dem Prifstand, wobei alle Spezifikationen mit
denen des Herstellers verglichen werden.

e Demontage.

e Alle Teile werden eine griindliche Inspektion und Prifung unterbreitet um
sicherzustellen dass sie innerhalb der Toleranzen und Spezifikationen des
Herstellers liegen.

e Jedes Teil wird sorgfaltig gereinigt.

e Der Drehmomentmotor ist an den Drahten und Magneten zerlegt.

e Defekte Teile werden durch Originalteile ersetzt.

e Jeder Magnet wird erneut mit der richtigen Leistung magnetisiert

e Das Motordrehmoment wurde komplett neu aufgebaut.

e Alle Dusen sind eingestellt

e Ventil ist mit neuen Dichtungen montiert.

e Funktionsprifung

e Einstellung und Kalibrierung von Drehmomentmotor, Durchfluss und Druck
e Testcharts sind enthalten
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REPARATUREN SERVO-VENTILE UND PROPORTIONALE VENTILE

Art der Bosch-Rexroth-Ventile:

4WE 6
4WEH 10
4WEH 16
4WEH 22
4WEH 25
4WEH 32
4WRA 6
4WRA 10
4WRAE 6
4WRAE 10
4WRAEB 6
4WRAP 6
4WRBA 6
4WRBA 10
4WRBKE 10
4WRBKE 16
4WRBKE 27
4WRBKE 35

4WRD 10
4WRD 16
4WRD 25
4WRD 35
4WRDE 10
4\WRDE 16
4WRDE 25
4\WRDE 27
4WRDE 32
4WRDE 35
4WRE 6
4WRE 10
4WREE 6
4WREE 10
4WREF 6
4WREF 10
4WREQ 6
4WREQ 10

4WRGE 10
4WRGE 16
4WRGE 25
4WRK 10
4WRK 16
4WRK 25
4WRK 32
4WRK 35
4WRKE 10
4WRKE 16
4WRKE 25
4WRKE 27
4WRKE 32
4WRKE 35
4WRL 10
4WRL 16
4WRL 25
4WRL 27

4WRL 35
4WRLE 10
4WRLE 16
4WRLE 25
4WRLE 27
4WRLE 35
4WRP 6
4WRP 10
4WRPE 6
4WRPE 10
4WRPEH 6

4WRPEH 10

4WRSE 6
4WRSE 10
4WRSEH 6

4WRSEH 10

4WRTE 6
4WRTE 10

4WRTE 16
4WRTE 25
4\WRTE 27
4\WRTE 32
4WRTE 35
4WRZ 6
4WRZ 10
4WRZ 16
4WRZ 25
4WRZ 32
4WRZ 52
4WRZE 10
4WRZE 16
4WRZE 25
4WRZE 32
4WS2ED 6

4WSE2EM6
4WSE2EM10
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REPARATUREN SERVO-VENTILE UND PROPORTIONALE VENTILE

MOOG

VICKERS/EATON

Modelle
62-1xx 641
62-3xx 642
72-xxx 643
73-xxx 644
76-xxx 645
760-xxx 650
77-xxx 651
78-xxx 652
79-30x 656
Modelle
SM4-10

SM4-15

SM4-20

SM4-40

660-665
D761
D769
79-1
79-2
765

88

631
691

Andere Marken

ATCHLEY
DYNAMIC
OILGEAR
PARKER
PEGASUS

SUNDSTRAND
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Merksplassesteenweg 91/Unit1
2310 Rijkevorsel

Belgién

Tel.: +32 3 3130263

Email: info@paragontech.be

Und viele andere Moglichkeiten. Befragen Sie uns!
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